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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: ASD-LSF8-4A70WH

SPEC.: 70W-5000K

MFR.: ASD Lighting Corp.

TYPE: 

DIM.: 

SUR.: 1.19*0.09m

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:120.15V I:0.5703A P:68.323W PF:0.9972 Freq:60.01Hz 

        UTHDi:0.00% ITHDi:0.00% KDisp:-0.0153      Lamp Flux:9124.54x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

DATA OF LAMP PHOTOMETRIC DATA Eff: 133.55 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





ASD-LSF8-4A70WH

70

120

9124.54

1

120

2627

100.0

9124.5

DIRECT

9.1

90.9

1.32

1.22

4.4,44.9

4.8,46.0

1.25

1.35

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2553 2541 2556 2584 2598 2581 2561 2564 247.5 247.5 2.71,2.71

2406 2395 2390 2461 2499 2451 2401 2409 707.9 955.4 10.5,10.5

2212 2162 2133 2246 2328 2244 2143 2176 1072 2027 22.2,22.2

1958 1868 1819 1968 2096 1956 1818 1879 1295 3322 36.4,36.4

1673 1536 1436 1646 1821 1632 1445 1544 1357 4679 51.3,51.3

1373 1191 1035 1305 1523 1289 1041 1197 1270 5949 65.2,65.2

1081 865.0 621.6 973.9 1227 953.8 624.0 866.0 1061 7010 76.8,76.8

818.0 582.9 229.8 676.1 950.2 655.3 228.1 579.9 783.1 7793 85.4,85.4

515.2 325.5 6.191 405.4 611.8 384.5 6.468 326.4 499.7 8293 90.9,90.9

360.6 178.9 9.675 248.3 438.2 243.1 10.20 200.8 287.1 8580 94,94

272.7 125.3 14.94 159.5 337.6 155.3 15.11 126.6 188.0 8768 96.1,96.1

185.2 93.09 20.82 112.7 229.0 110.5 20.52 89.46 127.0 8895 97.5,97.5

130.9 70.35 26.26 90.16 157.6 89.33 25.99 70.49 84.66 8980 98.4,98.4

101.0 58.22 30.96 81.10 106.9 80.64 31.00 60.59 58.39 9038 99.1,99.1

82.14 49.35 36.17 72.85 82.20 70.69 35.55 51.50 40.59 9079 99.5,99.5

64.44 44.26 41.79 63.62 69.12 61.47 40.64 46.44 26.31 9105 99.8,99.8

52.18 43.43 46.00 54.86 60.13 53.61 45.09 43.80 14.85 9120 100,100

42.96 47.81 48.85 52.69 43.01 48.59 48.31 52.75 4.553 9125 100,100

Conical surface Flux(90deg): 4002.6 lm

%lum = 43.9%

%lamp = 43.9%

Conical surface Flux(130deg): 6511.5 lm

%lum = 71.4%

%lamp = 71.4%

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:
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LUMINANCE LIMITATION CURVES

NAME: ASD-LSF8-4A70WH

SPEC.: 70W-5000K

MFR.: ASD Lighting Corp.

TYPE: 

DIM.: 

SUR.: 1.19*0.09m

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:120.15V I:0.5703A P:68.323W PF:0.9972 Freq:60.01Hz 

        UTHDi:0.00% ITHDi:0.00% KDisp:-0.0153      Lamp Flux:9124.54x1 lm

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h
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LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85 74994  8058

80 43929 12379

75 34083 15049

70 29462 17003

65 27001 18711

60 25616 19372

55 24736 20404

50 24267 20902

45 23984 21513

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:
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ISOCANDELA DIAGRAM

NAME: ASD-LSF8-4A70WH

SPEC.: 70W-5000K

MFR.: ASD Lighting Corp.

TYPE: 

DIM.: 

SUR.: 1.19*0.09m

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:120.15V I:0.5703A P:68.323W PF:0.9972 Freq:60.01Hz 

        UTHDi:0.00% ITHDi:0.00% KDisp:-0.0153      Lamp Flux:9124.54x1 lm
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Imax:2624(H-1.5,V-1.5)

 (At:C=135.0,Gamma=2.0)

UNIT: cd

10% 262.4
20% 524.9
30% 787.3
40% 1050
50% 1312
60% 1575
70% 1837
80% 2099
90% 2362

MAX = 2624.3 
MIN = 1406.3 
AVG = 2189.2 
AVG/MAX = 0.83
MIN/MAX = 0.54

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:
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AAI Figure

NAME: ASD-LSF8-4A70WH

SPEC.: 70W-5000K

MFR.: ASD Lighting Corp.

TYPE: 

DIM.: 

SUR.: 1.19*0.09m

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:120.15V I:0.5703A P:68.323W PF:0.9972 Freq:60.01Hz 

        UTHDi:0.00% ITHDi:0.00% KDisp:-0.0153      Lamp Flux:9124.54x1 lm

1m 268.92cm874.6,2620lx

2m 537.84cm218.6,655.1lx

3m 806.76cm97.18,291.1lx

4m 1075.68cm54.66,163.8lx

5m 1344.61cm34.98,104.8lx

6m 1613.53cm24.29,72.78lx

7m 1882.45cm17.85,53.47lx

8m 2151.37cm13.67,40.94lx

9m 2420.29cm10.80,32.35lx

10m 2689.21cm8.746,26.20lx

Height Eavg,Emax DiameterAngle:106.72deg

Flux out:5205 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:
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ISOLUX DIAGRAM

NAME: ASD-LSF8-4A70WH

SPEC.: 70W-5000K

MFR.: ASD Lighting Corp.

TYPE: 

DIM.: 

SUR.: 1.19*0.09m

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:120.15V I:0.5703A P:68.323W PF:0.9972 Freq:60.01Hz 

        UTHDi:0.00% ITHDi:0.00% KDisp:-0.0153      Lamp Flux:9124.54x1 lm

131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m
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 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.7835lx 0.07279fc

  5% 1.306lx 0.1213fc

 10% 2.612lx 0.2426fc

 30% 7.835lx 0.7279fc

 50% 13.06lx 1.213fc

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 8 Of 8

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: ASD-LSF8-4A70WH

SPEC.: 70W-5000K

MFR.: ASD Lighting Corp.

TYPE: 

DIM.: 

SUR.: 1.19*0.09m

WEIGHT: 

SERIAL No.: 

Shielding Angle: 

Test:U:120.15V I:0.5703A P:68.323W PF:0.9972 Freq:60.01Hz 

        UTHDi:0.00% ITHDi:0.00% KDisp:-0.0153      Lamp Flux:9124.54x1 lm

  (DEG)

C(DEG)

  Table--1 UNIT: cd

0

0 2615

5 2584

10 2553

15 2491

20 2406

25 2321

30 2212

35 2091

40 1958

45 1819

50 1673

55 1521

60 1373

65 1224

70 1081

75 946

80 818

85 701

90 515

95 433

100 361

105 298

110 273

115 225

120 185

125 154

130 131

135 114

140 101

145 91.3

150 82.1

155 72.5

160 64.4

165 58.9

170 52.2

175 45.0

180 43.0

45

2615

2596

2541

2484

2395

2287

2162

2020

1868

1705

1536

1363

1191

1024

865

717

583

466

326

254

179

147

125

104

93.1

81.7

70.3

64.2

58.2

53.1

49.3

45.5

44.3

44.3

43.4

41.5

47.8

90

2615

2600

2556

2486

2390

2271

2133

1977

1819

1626

1436

1251

1035

845

622

416

230

75.1

6.19

7.29

9.68

12.0

14.9

17.9

20.8

23.6

26.3

28.8

31.0

32.9

36.2

39.4

41.8

44.2

46.0

47.4

48.9

135

2615

2621

2584

2537

2461

2364

2246

2114

1968

1810

1646

1476

1305

1138

974

820

676

547

405

311

248

193

159

133

113

98.9

90.2

84.8

81.1

75.0

72.8

69.0

63.6

58.8

54.9

52.2

52.7

180

2615

2617

2598

2558

2499

2421

2328

2218

2096

1962

1821

1673

1523

1374

1227

1085

950

824

612

520

438

382

338

278

229

189

158

133

107

98.9

82.2

76.8

69.1

65.4

60.1

44.0

43.0

225

2615

2610

2581

2518

2451

2352

2244

2103

1956

1798

1632

1461

1289

1118

954

799

655

529

385

306

243

189

155

129

111

97.6

89.3

84.3

80.6

75.5

70.7

66.4

61.5

57.9

53.6

50.4

48.6

270

2615

2604

2561

2493

2401

2283

2143

1988

1818

1637

1445

1246

1041

833

624

420

228

75.2

6.47

8.06

10.2

12.5

15.1

17.8

20.5

23.2

26.0

28.6

31.0

33.2

35.6

38.3

40.6

42.9

45.1

47.1

48.3

315

2615

2608

2564

2492

2409

2300

2176

2034

1879

1715

1544

1371

1197

1027

866

715

580

463

326

257

201

150

127

110

89.5

81.3

70.5

64.9

60.6

55.8

51.5

48.1

46.4

45.3

43.8

42.2

52.8

C Range:  0 - 360DEG
C Interval: 45.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.488
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.770m [K=1.0000]Operators:lianghaizhu-2
Test Date:2025-03-11 Remarks:


